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1 Introduction 
Mosquitos are one of the world’s deadliest disease vectors, responsible for millions of deaths 
every year. More specifically, the Aedes Aegypti mosquito spreads dengue, chikungunya, zika 
and yellow fever viruses, and is present in tropical climates worldwide.  
 
Current control techniques using insecticides or fumigation are limited in effectiveness due to 
the need for constant re-application and have negative effects on the environment. Several 
genetic techniques show promise in the control of their population, including gene drive, 
Wolbachia-based techniques and the Sterile Insect Technique (SIT). Among these, SIT is one 
of the most well-understood, having been used successfully for other insects for decades. SIT 
suppresses the population of an insect by flooding the local population with sterile male insects 
that mate with the local females after competing with wild males, producing sterile eggs that do 
not hatch. 
 
SIT works when an entire insect population is regularly flooded with sterile males, often with a 
factor of 10 or even more sterile males for each non-sterile local insect. These sterile insects 
must be mass-reared, sterilized and then released regularly throughout an infested area, often 
weekly through areas that can cover hundreds of hectares. Mass-rearing techniques have been 
developed for Aedes aegypti, but current release techniques for mosquitoes are often limited 
due to several factors: 

● Once released, Aedes mosquitoes travel very little from the release point - often less 
than 50m during their entire lifetime 

● Roads are not always available or easily accessible in release areas 
● Ground-based release using vehicles is very time-consuming and people-intensive 

 
In order to scale up the release of sterile mosquitoes beyond laboratory tests and into a 
suppression campaign, a new release technique is required. Existing techniques to release 
other pests using airplane-mounted mechanisms, in particular the Mediterranean Fruit Fly, 
suggest that aerial release has potential to scale up mosquito release as well. Recent advances 
in drone technology, as well as initial investigations by the Joint IAEA (International Atomic 
Energy Agency) - FAO (Food and Agriculture Organization) Insect Pest Control Laboratory 
(IPCL), have contributed to the design of this project. 
 
This report details the design, lab testing and field validation of a drone-based Aerial Mosquito 
Release Mechanism. Lab tests are first performed on mosquitoes to gauge their resistance to 
chilling, compaction, wake up times and damage to mechanical handling. These inputs are then 
used to design the mechanism, with further tests in the lab used to measure its efficacy in 
releasing mosquitoes and preventing excessive damage. The mechanism is then validated 
through field tests using several hundred thousand mosquitoes. Lessons learned are then 
presented that will guide further design of the mechanism. 
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Figure: The Aerial Mosquito Release Mechanism, mounted underneath a drone and waiting for 

a canister of mosquitoes before a mosquito release flight in Brazil 
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2 Defining mosquito release mechanism parameters 
In order to extract and define requirements for the aerial release mechanism, we needed to               
investigate multiple factors and their impact upon mosquito quality. For instance, to what extent              
can mosquitoes be packed and stored in a small volume without damaging the mosquitoes at               
the bottom of the pile? At what temperatures is it best to store mosquitoes? At what flight                 
altitude should the drone be flying such that mosquitoes have enough time to wake up and do                 
not fall on the ground? 

To answer these questions, we have been running rigorous lab tests to assess the effect of                
cooling, compaction and wind resistance in relation to the subsequent impact upon sterile male              
quality. Some of the key findings are highlighted in this section. 

2.1 Initial design parameters 
Mosquito populations can vary widely based on climate, local human population and other 
environmental factors. The typical capacity of a mass-rearing facility designed for a pilot trial is 
around ~1 million sterile male mosquitoes per week. As an initial goal, the release mechanism 
should be able to transport and release between 50,000 and 100,000 in a single flight, thus 
releasing all produced mosquitoes in 10-20 flights every work-week, or 2-4 flights per day. 
 
In a typical SIT campaign we expect to release between 2,000 and 6,000 mosquitoes per 
hectare in order to successfully suppress the local population. Given the above target capacity 
per flight, the drone-based system should be able to fly and release over an area of at least 8 
hectares (50,000 mosquitoes at 6,000 per hectare) but ideally up to 50 hectares (100,000 
mosquitoes at 2,000 per hectare). 
 
In order to release tens of thousands of mosquitoes in a single drone flight, the mosquitoes 
must be compacted into a small area, transported to the release site, and loaded into the 
mechanism before release. Tightly-packed adult mosquitoes quickly damage each other if 
stored in too small of a container. Chilling mosquitoes to a low temperature puts them into a 
lethargic “sleep” state from which they can fully recover once the temperature rises again, and is 
thus the preferred way of preparing and transporting mosquitoes for aerial release. 
 
Several flights are possible per day, so the mosquitoes should be split and stored in separate 
temperature-controlled canisters that can be loaded into the mechanism individually. 
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2.2 Storage/transport temperature of mosquitoes 

2.2.1 Ideal storage temperature 
Chilling mosquitoes is the only way to compact them enough for transportation in large 
quantities. Chilling them to too low of a temperature can damage them, reducing their fitness 
upon wakeup, or even kill them. Above a certain temperature, however, the mosquitoes begin to 
wake up and be active. If this occurs while they are compacted for transport they begin to move 
around, damaging their neighbours and themselves, once again reducing their fitness. A 
specific temperature range must thus be determined in which mosquitoes can safely be stored. 
An initial literature review presents a safe temperature between 6 and 10 °C. 

2.2.2 Wake up time following immobilisation 
In order to determine the height at which the drone will conduct an aerial release, it is                 
important to know how long the sterile mosquitoes will need to “wake up” following              
immobilisation for x amount of time at y temperature. Thus, we conducted an             
experiment at 3 temperatures across our range that we will aim to store the mosquitoes               
during transport and release and for different lengths of time in order to ascertain how               
long it takes them to recover and regain the muscle activity necessary to fly. Results are                
detailed below in the chart. 2 repetitions were taken and an average calculated for each               
temperature and duration. It was interesting to note the large jump in time taken to               
recover when the temperature drops from 8 to 6 °C. Thus, based on this result we                
further narrowed down the temperature range that we will aim to store the adults              
between 7 and 10 °C.  
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Figure: The time taken in secs for adult male mosquitoes to regain the ability to fly after a period of 

immobilisation from between 1 to 4 hours at 6, 8 and 10 ÁC 

2.3 Maximum level of compaction 
As the amount of mosquitoes packed into a canister increases, the mosquitoes at the bottom of                
the canister are subjected to increased weight due to their fellow mosquitoes above them. In               
order to determine the maximum height and thus the capacity of the storage container, we need                
to determine how much weight a chilled mosquito can handle without a significant amount of               
damage. 

We performed a test in which adult males were subject to varying weights held above them                
while in a chilled and immobile state – as per transport to the field site and eventual release                  
conditions. As mosquitoes are very light and due to space restrictions (rearing the quantities of               
adult males to equate to the weights required to be tested would not be feasible/possible), we                
used our substitute particle (cumin) to serve as immobile mosquitoes. Cumin was weighed and              
wrapped in mesh nets and secured closed prior to being placed upon the immobile adults and                
held there for a period of one hour. Following this, the adult mosquitoes were flight tested to                 
measure their quality following varying levels of compaction at 0 g (controls), 25 g, 50 g and 75                  
g. Individuals were also visually inspected under a stereomicroscope to look for missing limbs or               
damage to wings that would prevent flight from occurring, with results detailed below: 
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Figure: The % of adult mosquitoes who were able to successfully pass the flight ability test after 1 hour of 

compaction under different weights 
 

 
Figure: The % of adult mosquitoes who were classed as ñdamagedò following 1 hour of compaction under 

different weights 
 

Results showed, that even with a weight equivalent to 25 g of mosquitoes, the damage to the 
adults underneath was already becoming significant. This equates to a maximum canister 
height of only 5 cm.  
 
As this dimension is very restricting, to further validate these results we repeated the test with 
actual mosquitoes instead of cumin. We constructed a tube with holes cut at intervals of 1 cm 
and filled it with immobile adults. After leaving them inside for two hours, we then took samples 
across a range of heights and monitored their subsequent survival and flight ability. As 
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expected, the results were the same (see below) with a dramatic impact seen when the height 
of the column of mosquitoes was above 5 cm. 

 
Figure: Escape rate of mosquitoes that were compacted, compared to control group 

2.4 Drop speed of mosquitoes  
 
Another factor in determining the altitude at which mosquitoes are to be released is the speed at 
which they typically fall. To investigate this, we implemented a video capture set, which 
comprises a high performance industrial video camera (IDS camera), a metric ribbon resting on 
the wall (2 meters in length), and a white led light high power focus (40W). For the analysis, we 
used different mosquito specimens, all of type Aedes aegypti, which had previously been frozen 
to kill them. We selected three different individuals that showed small differences in size. 
 
Based on our experiments, we found that the maximum free fall speed of a mosquito (Aedes 
aegypti) in a closed space would have a near upper limit of about 2.5m/s, which ensures a 
minimum falling time of 40s at a 100m dropping height. Due to the speed of the drone and 
climatic conditions, this falling time should be higher in a real scenario. 
Hence, assuming a wakeup time of the mosquitoes around 50 seconds (see previous section), 
a flight altitude of 100m seems reasonable. 
 

 9 of 32 



  

Drone-based Aerial Release 
Mechanism for Mosquitoes 

 

 
Figure: Free-fall speeds over time of mosquitoes of varying sizes 

2.5 Wind resistance test 
We measured the effect of wind on sterile male mosquitoes in order to determine whether there                
is any limitation on the maximum tolerable wind speed mosquitoes can endure without being              
damaged. Wind can be generated by the movement of the drone or weather conditions. The               
experiment was carried out with different wind speeds in a wind tunnel and the flight ability of                 
the mosquitoes subsequently measured for each.  
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Figure: Escape rate of mosquitoes release into an airstream of varying speed, compared to a 

control group 
 
We found that mosquitoes are extremely resistant to wind, with a survival rate above 90% for all                 
measured wind speeds. From this we conclude that strong winds, especially due to the high               
velocity of the drone, does not critically damage or affect the mosquito quality. 

2.6 Summary 
The following table summarizes the results of mosquito-based tests that inform the design of the 
mechanism: 
 

Mosquito Release Mechanism Parameters 

Canister capacity 50’000 mosquitoes 

Storage temperature range 7 - 10 °C 

Maximum canister height 5 cm 

Target release rate 2,000 to 6,000 mosquitoes per hectare 

Mosquito free fall speed 2.5 m/s 

Target release altitude 100 m 

Flight speed limitation None (based on wind tests) 
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3 Aerial release mechanism design 
Based on the defined and identified criteria in the previous section, we designed a release 
mechanism including mechanics, electronics and software. The mechanism mounts on a drone 
and enables aerial release of mosquitoes. In this section, we briefly review the latest design with 
all its features as well as how we tested and calibrated the system. 

3.1 Release mechanism 
The main parts of the release mechanism are: (1) storage unit consisting of a canister that 
keeps mosquitoes at cold temperatures surrounded by isolation, (2) an ejection mechanism 
featuring a rotating cylinder that brings mosquitoes from the storing canister to the outside, (3) a 
release area where mosquitoes fall onto and then slowly enter the wide open, (4) onboard 
electronics featuring sensors and cameras to control and monitor the state of the mechanism 
and mosquitoes. 
 
1) Storage unit or Canister: we designed the holding canister to fit 50’000 mosquitoes inside. 
In order to keep the insects at the target temperatures, we put phase change materials (PCM) 
with a target temperature of 4 deg Celsius in the canister walls. The canister is placed in an 
insulation box made of styrofoam to minimize heat exchange. The whole storage unit featuring 
the canister and insulation box can then be loaded into the ejection unit. This enables us to load 
the release mechanism multiple times while in the field without the need to remove any parts 
from the drone. 
 

 
Figure: The canister (left), surrounded by isolation and with a PCM pack in half-frozen state. The 

mechanism (right), seen upside-down with the release monitoring camera (blue)  
 
2) Ejection Mechanism: the ejection mechanism consists of a rotating cylinder connected to a 
stepper motor embedded in a structure. This mechanism was developed for other fragile insects 
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within the ERC REVOLINC project (PCT/EP2017/059832). The cylinder has 6 discrete holes 
that each can take up around 800 mosquitoes. Hence a full cylinder turn should release around 
5,000 mosquitoes. The stepper motor controls the rotation of the cylinder with high accuracy 
and high torque. The motor can be set to various speeds; we found that values between 1-3 
RPM are optimal, leading to release rates of 5,000-15,000 mosquitoes per minute. The structure 
around the cylinder is built to minimize airflow from the outside to the inside of the canister. In 
addition, the connection between cylinder and structure is designed in such a way that it is easy 
to remove the cylinder for cleaning. 
 
3) Release area: the release area is simply an inclined surface where mosquitoes fall onto after 
transportation through the cylinder. While the cylinder ejects discrete amounts of mosquitoes, 
the airflow through the release area moves the mosquitoes more gently into the surrounding air, 
making the release more continuous. Also, the white background on the inclined surface (and a 
camera pointing at it) allows the user to see and monitor the release using a real-time video 
stream. 
 

    
Figure: The release area ramp separately (left), and mounted on the release mechanism (right) 

 
4) Onboard electronics: our onboard control is running on a Raspberry Pi 3 (RPi, low-cost mini 
computer), interfacing the drone (and ground station) with the release mechanism. A LCD 
screen is mounted on the drone and gives visual feedback of the onboard control when in the 
field. The stepper motor is controlled using an STM32 microcontroller and a motor controller 
shield that receives motor commands from the RPi. 
 
In order to monitor the mechanism during flight, we embedded several sensors into the 
mechanism. Four temperature sensors are mounted at locations outside the mechanism, at the 
cylinder, at the canister wall and inside the canister. Two humidity sensors measure outside 
humidity and humidity in the canister. 
 
Further, we mounted two cameras to monitor and live-stream the release area as well as the 
canister load and drone flight. The cameras give direct visual feedback to the user about the 
release of the mosquitoes. 
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Drone integration: the whole mechanism is embedded on a DJI M600 Pro hexacopter drone 
using a custom made holding structure that allows for simple mounting and unmounting.  
 

 
Figure: The fully-assembled aerial mosquito release mechanism attached to a DJI M600 drone 

3.2 Software 
In order to run mosquito release missions autonomously, we developed a custom 
Android-based app that allows for efficient planning and running of such missions.  
 
The main features of this ground station app is planning of flight route, speed and altitude, 
setting release points and rates, uploading a mission to drone, running a mission autonomously, 
monitoring drone state, mechanism state, sensor values and camera live-stream. Missions can 
be saved and loaded for repeating the exact same missions. In addition, KML files featuring 
GPS positions can be imported, allowing to plan the flight route using standard GIS tools. 
 

 
Figure: screenshot of the MosquitoApp 
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3.3 Testing and validation 
In order to determine the cumulative effects of each stage of the aerial release (from               
immobilising, compaction and releasing from the mechanism) on overall mosquito quality, we            
conducted a competitiveness study in large 60 cm2 ​cages using sterile adult males and              
compared it to a ground release (where all stages were the same as an aerial release but these                  
adults did not pass via the release mechanism). We thus then calculated the competitiveness              
index and compared the two methods. The competitiveness index (C) was calculated as: 
 

 C = HnīHo
Ho īHs 

* S
N  

 
where Hn and Hs were respectively the hatch rate from eggs of females mated with fertile or                 
sterile males, Ho was the observed egg hatch rate in the experiment (aerial release or ground                
release) and N and S were the numbers of untreated (100) and sterile males (300) respectively.                
Mean values have been calculated, with standard error and can be seen in the table below. 
 

  

 Aerial Release Ground Release 

N Replicates 3 3 

N Adults   Released 300:100:100 300:100:100 

Mean Eggs Produced 231 ±196 399 ± 155 

Mean Hatch Rate 29.1 ± 1 29.1 ± 1.2 

Mean CI 0.66 ± 0.04 0.67 ± 0.04 

 
What our results from this experiment show, is that sterile males who were released by ground                
and by air are equally competitive or in other words, the release mechanism is not impacting the                 
competitiveness of the sterile males. This result was reassuring as it showed that we have               
optimised conditions for storage and transportation, in addition to the design of the actual              
mechanism itself, successfully. 

3.4 Calibration 
In order to calibrate our system for a target mission, we mainly need to set a flight route, the 
release rate of the mechanism as well as the flight altitude.  
 
The flight route is best set as a regular polygon pattern above the target area. The sidelap 
between each leg of the flight is mainly related by the dispersion of the mosquitoes. Assuming a 
dispersion of around 50 m, we choose the sidelap between the flight legs to be 80 m.  
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The release rate per area depends on the turning speed of the cylinder and the flight speed. 
Using the formula below we can derive a cylinder speed and flight speed for a target release 
rate for a given flight route/leg: 
 

elease rate per f light line (Mosquito/m) , 00 R = 5 0 * F light speed (m/s)
Cylinder speed (RPM )  

 
Finally, the flight altitude is dependent on the storage temperatures of the mosquitoes (and the 
following wake up times), as well as the mosquito drop speed. Given the drop speed of Aedes 
Aegypti of 2.5 m/s and wake up times of around 50 sec, we set the flight altitude to 100m. This 
should give the mosquitoes enough time to wake up after being released out of the mechanism 
before they would land on ground. 
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4 Mechanism field tests 

4.1 Mortality test on the ground 
A first test was performed to test the total mortality of mosquitoes that run through the 
full release process (immobilisation, compaction and release) in real environmental 
conditions. A net was built around the mechanism in order to capture all mosquitoes 
immediately after release. A full release scenario was then performed: 

1. Mosquitos were cooled, then left for several hours in a cold-room, then packed 
into canisters. 

2. Canisters were transferred to a portable cooler and left there for one hour, 
simulating transport to a field release site. 

3. Canisters were loaded into the mechanism mounted on the drone. 
4. A flight was simulated as close as possible to real conditions: a large fan was 

creating airflow over the mechanism similar to the flight speed of the drone, and 
the drone was run through a simulation program that started and stopped the 
release process as would occur during normal release. 

 
Once the mosquitoes were released from the mechanism and caught in the net, the net 
was transferred to the cold room to immobilise the mosquitoes and then transfer them to 
a tray. The tray was placed in a large net, covered but with a small opening to allow 
mosquitoes to fly out and escape. After a day in the net, the mosquitoes remaining in 
the tray were considered dead or unfit to fly out, and were counted. The experiment was 
performed twice, with similar results detailed in the table below.  
 

 Trial 1 Trial 2 

Number released 49,400 49,600 

Number remaining in tray after 1 day 
(counted - preliminary) 

2,500 3,500 

Number remaining in canister or mechanism 
(estimated) 

1,000 1,000 

Number escaped from tray (estimated) 46,500 45,500 

Percentage flight-capable mosquitoes released  93% 91% 
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Figure: A net is built around the outlet of the mechanism (left). A flight is then simulated 

with airflow created by a big fan (right), and all mosquitoes are recaptured. 

4.2 Mark-Release-Recapture field trials 
A series of Mark-Release-Recapture (MRR) tests were organized to gauge the efficacy 
of the mechanism in real-world conditions and to estimate dispersion and homogeneity 
of the release. Tests were performed together with the generous support of Moscamed, 
based in Juazeiro, Brazil, in March 2018. 
 
Staff at Moscamed Brazil are well-trained in mass rearing of insects and have been 
running pest-control projects and studies with fruit flies and mosquitoes for nearly a 
decade. The facility has a fully-functioning mass-rearing lab, an irradiation facility for 
sterilization of insects, a cold-room for packaging and tools, labs and staff for capturing 
and identifying insects. 
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Figure: The mass-rearing process at Moscamed Brazil. Clockwise, from top left: 
Storage centre containing food and consumables; pupae in trays; separation of pupae 

into males and females; irradiation of pupae; cages with adult mosquitoes; cold room for 
immobilisation and packing. 
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4.3 MRR site and test description 
The MRR trials were organized in the town of Carnaiba do Sertao, several kilometers 
south of Moscamed’s rearing facilities. 
 

 
Figure: The town of Carnaiba do Sertao, in the state of Bahia, Brazil 

 
For several weeks before the start of the trials the staff at Moscamed organized a 
community engagement campaign to explain SIT, gain local trust and buy-in to the 
project, and identifying houses that were willing to host mosquito traps during the length 
of the experiment. The campaign included flyers, radio announcements and 
house-to-house visits to the entire community. 
 
The town covers an area of around 20 hectares. BG Sentinel mosquito traps were set 
up in 37 different locations throughout this area in order to measure both the baseline 
level of mosquitoes in the community as well as the sterile mosquitoes released during 
these tests. 
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